
UTAH OIL AND GAS CONSERVATION COMMISSION

REMARKS ELL O ELECTRICLOGS FILE WATER SANDS LOCATION INSPECTED SUB REPORT/abd

DATEFILED -7-91

LAND: FEE & PATENTED STATE LEASE NO. PUBUC LEASENO U-43156 INDIAN

DRILLINGAPPROVED 2-14-91 (EXCEPTION LOCATION)
SPUDDED IN

COMPLETED PUT TO PRODUCING

INITIAL PRODUCTION:

GRAVITY A.P1

GOR:

PRODUCINGZONES

TOTAL DEPTH

A

ANADON

D:

FIELD NATURAL BUTTES
UNIT

COUNTY UINTAH
WELLNO EVANS FEDERAL #42-25 API NO. 43-047-31952
LOCATION 2028' FNL FT FROM (N) (S) L1NE 865' FEL FT FROM (E) (W) LINE SE NE 1/4 - 1/4 SEc 25

TWP RGE. SEC. OPERATOR TWP. RGE SEC. OPERATOR

108 19E 25 APACHE



SUITE 1900 ONE UNITED BANK CENTER/1700 LINCOLN STREET/DENVER, CO 80203-4519 - CORPORÄTION

303/837-5000

February 6, 1991

State of Utah
Division of Oil, Gas and Mining FEB 07 19'91 '

3 Triad Center, Ste. 350
Salt Lake City, Utah 84180-1203 ONOF

DIL,GAS&MINING
Attn: Lisha Romero

Re: Apache Federal 33-25 Evans Federal 42-25

2078' FSL, 2311' FEL 2028' FNL, 865' FEL
Sec. 25-T10S-R19E Sec. 25-T10S-R19E

Uintah County, Utah Uintah County, Utah
U-3405 U-43156

Dear Ms. Romero:

Enclosed please find copies of the Application to Drill on the
above captioned wells. If additional information is needed,
please contact the undersigned.

Sincerely,

Carolyn D. Hepp
Engineering Technician



SUBMIT IN '. CATE* Fonn approved.Form 3160-3
(Other instructions on Budget Bureau No. 1004-0136(Nov eri UNITED STATES reverse side) Expires August 31, 1985

DEPARTMENTOF THE INTERIOR a. ...... DBBIONATION AND RESIAL NO.

BUREAU OF LAND MANAGEMENT U-43156

APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUG BACK O. IFENDIAN,ALLOTTESORTRIBENAME

la. TTPE OF WORK
N/A

DRILLG DEEPENO PLUG BACK O 7. UNE AGEMMRT NAME

b. TYPa or wsLr. N/A
war.r. war.r. WHEE

NNELE MUNLTŒLE 8. - OR MM

2. NAME OF OPERATOR Evans Federal
Apache Corporation 9. WELL NO.

3. ADDRESS 07 OPERATOn #4 2 -2 5
1700 Lincoln, Ste. 1900 , Denver, CO 80203-4519 to. FIELD AND POOL, 08 WILDCAT

4. r.ocart0N OF WElsla (R0port location clearly and in accordance with any State requirements.*) Natural Buttes (p3Ô
Atsuriace 2028' FNL 865' FEL SE NE) 11.sac.,r..a.,s.,oaar.x.

AND BURVRT OR ABBA

At proposed prod, sone
Sec. 25-Tl0S-Rl9E

14. DISTANCE IN MILES AND DIBBCTION FROM NEAREST TOWN OR PORT OFFICE* 12. COUNTY OR PARISE 13. BTATE

Approximately 53 miles from Roosevelt, Utah Uintah Utah
10. DISTANCE PROM PROPOSED* 16. NO. OF ACBBB IN LEASE 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL
enor.arr on ...a.. I.IN=, rr. 8 6 5 ' 6 0 0 16 0
(Also to nearest drig. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. ROTART OE CABLE TOOLS

TO NEAREST WELL, DRILLING, COMPLETED' 17 0 0 ' \ 6 7 0 '
OR APPUSD TOR, ON TRIS !ÆA... Fr. O Rotary

21. ELEVATIONa (Show whether DF, RT, GR. ete.) 22. APPROE. DATE WOBE WILL START*

5254' GR March 4, 1991
23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF ROLE BIZE OF CASING WEIGHT PER FOOT BETTING DEPTH QUANTITT OF CEMENT

12 1/4" 9 5/8" 24# 230' 125 sxs to sfc
7 7/8" 4 1/2" 11.6# 6700' 1370 sxs

The subject well will be drilled to test the productive potential of the
Wasatch zone. Significant oil/gas shows will be tested. The well will
be cased and cemented as described above. If the well is plugged and
abandoned, the operation will be completed in accordance with
instructions from the Bureau of Land Management. Anticipated BHP i
2900 psi.

Attachments include the following:
- Conditions of Approval for Notice to Drill

Survey plat EEB07 1991
BOP schematic

- Multi-Point Surface Use Plan DMSIONOF
Topo showing access road Drillsite CrhüÊ$6tWWilG
Mile radius map
Drillsite plan

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAx: It proposal is to deepen or ping back, give data on present prodnetire sone and proposed new productive
zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

Sr . Drilling/Prod. Engr ., ,, 2/4/91
Detvid F1. T41noTT

(This space for Federal or State oRee use)

ARI à gh. 3 og OF UTAH DIVISION OF
analbas.x-Jie r i ..] I •- APPROVAL DATE

APPROVED By TTTT. DATE ·~

CONDITIONS OF APPROVAL, IF ANT:

WELL SPACIN
/cg~3-3

*SeelustructionrOn Reven. Sde
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false. fictitious or fraudulent statements or representations as to any matter within its



APACHE CORPORATION ,

Well location, Evans Fed. #42-25, located as shown
in the SE 1/4 NE 1/4 Section 25, T10S,T10S, R196 S.L B.M. R19E, S.LB.&M. Ulntah County, Utah

S89°46 W - 79.54 (G.L.O.) BASIS OF ELEVATION

SPOT ELEVATIONAT THE SOUTHEAST CORNER OF
SECT10N 25, T10S, R19E, S.L.B.&M. TAKEN FROM
THE BIG PACK MTN. NW QUADRANGLE,UTAH
UINTAH COUNTY, 7.5 MINUTE QUAD. (TOPOGRAPHIC

/ me MAP) PUBLISHED BY THE UNITED STATES DEPARTMENT
o OF THE INTERIOR,GEOLOGICALSURVEY. SAID

ELEVATIONIS MARKED AS BEING 5334 FEET.

I do

I co

EVANS FED. /42-25 "
N

E7ev. Ungraded Ground = 5254'

25
I

CERT1FICA man
THIS IS TO CERTlFYTHATTHE FROM
FlELDNOTESOF ACTUALSUR NTW'on Y

--- SUPERVISIONAND THATTHE TRUE D THE
BEST OF MY KNOWLEDGE

UnrrAH ENGINEERING
SS9°45'W

- 79.32 (G.L.O.) 85 SOUTH 200 JI'AST - I. UTAH 84078
(soi) 7ee-lo17

SCALE DATE
1" = 1000' 12-3-90

PARTY REFERENCES
A = SECTION CORNERS LOCATED. (BRAss caps) GS BC REH G.L.O. PLAT

WEATHER RLE
COOL APACHE



SELF CERTIFICATION STATEMENT

Please be advised that Apache Corporation is considered to be the
operator of the Evans Federal #42-25, SE 1/4, NE 1/4 Section 25,
Township 105, Range 19E; Lease U-43156; Uintah County, Utah; and
is responsible under the terms and conditions of the lease for
the operations conducted upon the leased land. Bond coverage is
provided by Insurance Company of North



APACHE CORPORATION
Evans Federal #42-25
2028' FNL & 865' FEL
SE NE Section 25-T10S-R19E
Uintah County, Utah
U-43156

MULTI-POINT SURFACE _US_EPLAN

1. Existing Roads:
a. Location of proposed well in relation to town or other

reference point: See Exhibit A.

b. Proposed route to location:

Take Hwy 40 to half way between Roosevelt and Vernal
(16 miles from Vernal). Turn south at the Ouray sign.

Follow road south to the Green river bridge at Oray,
UT. Continue south until a west side road intersection
in the road at about (8.4 miles) and turn right (west).
This is the Willow Creek road (locals call this the
Turkey track).

1. Note: The road starting at the Green River bridge is under
construction.

Go approximately 4 miles into the river bottom heading
south. There is an old Cotton Petroleum sign at a "Y" in
the road. Turn right at the sign, should see yellow
bridge.

Cross bridge, go approximately .3 miles, turn sharp
right, go up dugway.

Follow road about 5 miles staying on main traveled
road, there is a pipeline and fence line on the north
side of the road. Turn rt (toward NW) on lease road
will be marked by signs.

Location is approximately .7 miles to the NW.

Total Distance from Roosevelt is 53 mi.

c. Location and description of roads in the area: See
Exhibit A.

d. Plans for improvement and/or maintenance of existing
roads: Road will be graded and gravelled as needed to
handle the traffic associated with our operations at
this site.



2. Planned Access Roads:
a. Length: Approximately 0.7 miles.

b. Width: 30' right-of-way with 18' running surface
maximum.

c. Maximum grades: Maximum grade will not exceed 5%

d. Turnouts: No turnouts are planned.

e. Location and size of culverts and/or bridges and brief
description of any major cut and fills: None

f. Drainage: A drainage ditch will be constructed on the
uphill side with a 4:1 slope with diversions away from
the road as required on the downhill side where the
slope exceeds 2%.

g. Surface Materials (source): All surface material will
be local soil and rock.

h. Gates, cattleguards and fence cuts: None.

3. Location of Existing Wells:

See Attached Exhibit B.

4. Location of Tank Batteries and Production Facilities:

All permanent structures and facilities constructed or
installed on location will be painted a flat, non-reflec-
tive, earth-tone color to match the standard environmental
colors, as determined by the Bureau of Land Management. A
structure or facility will be considered permanent if it has
been on location more than six months. All permanent struc-
tures and facilities will be painted within six months of
installation. Facilities required to comply with OSHA
regulations will be excluded from painting.

If a tank battery is constructed on this lease, it will be
surrounded by a dike of sufficient capacity to contain the
capacity of the largest vessel. The integrity of the dike
will be maintained.

If a tank battery is constructed it will be placed on the NE
corner of the location.

Load lines will be placed inside the dike surrounding the
tank battery.

The tank battery will comply with all site security guide-
lines identified in 43 CFR 3162.7 regulations.



All off-lease storage, measurement, or commingling on or
off-lease will have prior written approval from the AO.

5. Location and Tvoe of Water Sunolv:

All water needed for drilling purposes will be obtained
from:

An existing fresh-water well located in from an existing
water well located in Section 17-T10S-R20E. Well is operat-
ed by CNG under permit #49-367.

6. Source gi Construction Material:

No road surfacing and pad construction material will be
required from off location.

The use of materials under jurisdiction of the BLM will
conform to 43 CFR 3610.2-3.

7. Method of Handling Waste Disposal:

The reserve pit will be lined.

Burning will not be allowed. Rubbish will be collected in a
large wire-mesh cage set on the location site. Rubbish will
be removed from the cage periodically and hauled to an
approved disposal site.

Produced waste water will be confined to a lined pit for a
period not to exceed 90 days after initial production.
During the 90-day period an application for approval of a
permanent method of disposal will be submitted to the AO for
approval. All required water analyses will accompany the
application. Failure to submit an application within the
allotted time will be considered an incidence of non-
compliance, which is grounds for issuing a shut-in order.

8. Ancillary Facilities:

Camp facilities will not be required.

9. Well Site Layout:

The reserve pit will be located: SE corner of the location.
Also see Exhibit D for pit location.

Topsoil will be stockpiled. See Exhibit D.

Excess material from construction of the location will be
stored on the SW corner of the location.



Access to the well pad will be from the SE.
Also see Exhibits A and D for the location of the planned
access road.

The trash cage will be located: See Exhibit D.

Reserve pits will be fenced with wire-mesh and topped with
at least one strand of barbed wire.

10. Plans for Restoration of Surface:

Immediately upon completion of drilling, the location and
surrounding area will be cleared of all debris, materials,
trash and junk not required for production.

Before any dirt work to restore the location takes place,
the reserve pit must be completely dry and all cans, bar-

rels, pipe, etc. will be removed. The reserve pit and that
portion of the location and access road not needed for
production facilities/operations will be reclaimed. The
reserve pit will be reclaimed with 90 days from the date of
well completion.

All disturbed areas will be recontoured to the approximate
natural contours.

The stockpiled topsoil will be evenly distributed over the
disturbed areas.

Prior to reseeding, all disturbed areas, including the
access roads, will be scarified and left with a rough sur-
face.

Seed will be broadcast or drilled at a time specified by the
BLM. If broadcast, a harrow of or some other implement will
be dragged over the seeded area to assure seed coverage and
the seed mixture will be proportionately larger (double the
lbs. per acre).

An appropriate seed mixture will be determined by the BLM,
either as part of the Conditions of Approval of the APD or
at the time restoration activities are scheduled to begin.

All seeding will be done from September 30 until the ground
freezes.

At such time as the well is plugged and abandoned the opera-
tor will submit a surface reclamation plan to the Surface
Management Agency for prescribed seed-mixtures and reseeding
requirements.



11. Surface and Mineral Ownership:

Surface and mineral rights owner of this well is the U.S.
Government.

12. Other Information:

There will be no deviation from the proposed drilling and
completion program without prior approval from the AO. Safe
drilling and operating practices will be observed. All
wells, whether drilling, producing, suspended or abandoned
will be identified in accordance with 43 CFR 3162.2.

"Sundry Notices and Report on Wells" (Form 3160-5) will be
filed for approval for all changes of plans and other opera-
tions in accordance with 40 CFR 3162.2.

The dirt contractor, Apache Corporation Field Foremen and
Operator's Representative will be provided with an approved
copy of the surface use plan.

A cultural resource clearance was done on November 29, 1990.
A copy of this report is enclosed.

This permit will be valid for a period of one year from the
date of approval. After the permit terminates, a new
application will be filed for approval of any future opera-
tions.

13. Lessee's or Operator's Representatives & Certification:
Representative:

Name: David M. Talbott
Sr. Drilling/Production Engineer

Address: Apache Corporation
1900 United Bank Center, 1700 Lincoln Street
Denver, Colorado 80203-4519

Phone Nos: 303/837-5428 Office
303/690-6518 Home

Alternate Representative:
Name: Alex Nash, Jr.

Engineering Manager

Address: Apache Corporation
1900 United Bank Center, 1700 Lincoln Street
Denver, Colorado 80203-4519

Phone Nos.: 303/837-5433 Office
303/741-3353 Home



CERTIFICATION:

I hereby certify that I, or persons under my direct
supervision, have inspected the proposed drill-site and
access route, that I am familiar with the conditions which
currently exist, that the statements made in this plan are,
to the best of my knowledge, true and correct; and, that the
work associated with the operations proposed herein will be
performed by:

APACHE CORPORATION

and its contractors and subcontractors in conformity with
this plan and the terms and conditions under which it is
approved. This statement is subject to the provisions of 18
U.S.C. 1001 for the filing of a false statement.

Date David M. T'al ot
Sr. Drilling/Prod.Engineer

APACHE CORPORATION
Evans Federal #42-25
2028' FNL & 865' FEL
SE NE Section 25-T10S-R19E
Uintah County, Utah
U-43156
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APACHE CORPORATIONTopsof Stockpile
LOCATION LAYOUT FOR

0-6.5'
, , , EVANS FED. #42-25a. ss.o' C- J. J v- 1_ C-1.6

6 7 E/. 55.8' O. 54.1' SECTION 25, T10S, R19E, S.L.B.&M.
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F/LLE/. 50.2 &¯/.48.5' Road 0 ¯

----
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APPROXIMATE YARDAGES O N srA. ovooEXCESS MATERIALAFTER U S(6") Topsoil Stripping = 1,J70 Cu. Yds. 5% COMPACTION = J,790 Cu. Yds.
Topsoil & Pit Backfill = J,780 Cu. Yds.Rernaining Location = 8,470 Cu. Yds.
(1/2 Pit Vol.)

Elev. Ungraded Ground at Location Stake = 525J.9'
TOTAL CUT = 9,840 CU.YDS. EXCESS UNBALANCE = 10 Cu. Yds.

(After Rehabilitation) Elev. Graded Ground at Location Stake = 5252.5' UINTAH ENGINEERING & LAND SURVEYINGFILL = 5,750 CU.YDS· es s.. zoo a..e vm ma EXHIBIT



CONDITIONS OF APPROVAL FOR NOTICE TO DRILL
DRILLING PROGRKK

COMPANY: APACHE CORPORATION WELL NO: EVANS FEDERAL 42-25

LOCATION: SE NE Sec. 25-T10S-R19E LEASE NO: U-43156
UINTAH COUNTY, UTAH

ON-SITE INSPECTION DATE: Conducted December 11, 1990

All lease and/or unit operations will be conducted in such a
manner that full compliance is made with applicable laws, regula-
tions (43 CFR 3100), Onshore Oil and Gas Order No. 1, and the
approved plan of operations. The operator is fully responsible
for the actions of his subcontractors. A copy of these condi-
tions will be furnished the field representative to insure com-
pliance.

A. DRILLING PROGRAM

1. Surface Formation and Estimated Formation Tops:

Uinta Surface
Green River 1076'
Wasatch 4524'
TD 6700'

2. Estimated Depth at Which Oil, Gas, Water, or Other
Mineral Bearing Zones are expected to b_e encountered:

Expected Oil zones: Green River 1076'

Expected Gas zones: Green River 1076'
Wasatch 4524'

Expected Water zones: None

Expected Minerals zones: No coal or uranium is
expected in this area.

All fresh water and prospectively valuable minerals (as
described by BLM) encountered during drilling, will be
recorded by depth and adequately protected. All oil
and gas shows will be tested to determine commercial
potential.



3. Pressure Control Equipment:
A double gate hydraulic BOP, Shaffer type LWS, 10",
3000# WP (or equivalent) with pipe rams and blind rams
will be installed on the 8-5/8" casing head. Stack
will be tested to 1000 psi prior to drilling under
surface; and operational checks will be made daily or
on trips. Please see attached Exhibit E.

BOP systems will be consistent with API RP 53. Pres-
sure tests will be conducted before drilling out from
under all casing strings which are set and cemented in
place. Blowout preventer controls will be installed
prior to drilling the surface casing plug and will
remain in use until the well is completed or abandoned.
Preventers will be inspected and operated at least
daily to ensure good mechanical working order, and this
inspection recorded on the daily drilling report.
Preventers will be pressure tested before drilling
casing cement plugs.

4. Casing Program and_ Auxiliary Equipment:
Surface Casing: 230' of 8-5/8", 24#, K-55,

ST&C used inspected casing set
from 230' to surface. Cement
with 125 sxs Class A with 2%
CaCl2, volume based on hole
size with 100% excess. Circ.
cement to surface. 8-5/8"
guide shoe and insert float
valve fillup attachment used
for cementing.

Production Casing: 6700' 4-1/2", 11.6#, N-80,
LT&C new casing set from 6700'
to surface.

Pre-Flushes - 1) 50 bbls water
2) 2000 gals Mud Flush
3) 2000 gals Super Flush

Lead Cement - 320 sxs Hi-Fill cement (11.0
pounds/gallon;3.2 cubic
feet/sx; 23.0 gallons/sack)

Tail-In Cement - 1050 sxs 50/50 Pozmix with 2%
gel, 10% salt, 0.5% Halad-322,
and 1/4 pound/sk Flocele.
(14.4 pounds/gallon; 1.28
cubic feet/sack; 5.75
gallons/sack).

One 4-1/2" float shoe, float collar and centralizers.



Auxiliary equipment will be a kelly cock, a full open-
ing stabbing valve will be on the floor at all times.
The mud system will be visually monitored.

5. Mu_d_ Program and Circulating Medium:

Surface 0-230'
Will air drill surface hole to 230' or use spud mud
gel/lime system with funnel viscosity of 27-35 sec./qt,
API water loss no control.

230-6700' TD
Clear water with polyacrylamide sweeps. Weight 8.33-

8.5, viscosity water, water loss no control.

These drilling fluids values will be maintained or
improved in order to obtain samples while drilling
through the potential pay zones.

No chromate additives will be used in the mud system on
Federal/Indian lands without prior BLM approval to
ensure adequate protection of fresh water aquifers.

6. Coring, Logging and Testing Program:
a. No Cores are planned at this time.

b. No anticipated DST's.

c. Logging Program:
DIL TD to base of surface pipe

CNL/FDC TD to 100' above Green River

d. A conventional mud-logger will be used from 4550'
to TD.

e. Planned completion involves selectivity perforat-
ing sands in the Wasatch.

f. Productive zones will be swab tested. Water
produced during testing will be contained in the
temporary reserve pit. All possible oil will be
stored and sold.



Whether the well is completed as a dry hole or as a
producer, "Well Completion and Recompletion Report and
Log" (Form 3160-4) will be submitted not later than 30
days after completion of the well or after completion
or operations being performed, in accordance with 43
CFR 3164. Two copies of all logs, well-test data,
geologic summaries, sample description and all other
surveys or data obtained and compiled during the drill-
ing, workover, and/or completion operations, will be
filed with Form 3160-4. Samples (cuttings, fluids,
and/or gases) will be submitted when requested by the
authorized officer (AO).

No abnormal temperatures, pressures or potential haz-
ards such as H2S are anticipated.

7. Abnormal Conditions, Bottom Hole Pressures and
Potential Hazards:

No abnormal temperatures, pressures or potential haz-
ards such as H2S are anticipated.

8. Anticipated Starting Dates & Notifications of
Operations:

Construction Date: March 4, 1991
Spud Date: March 8, 1991

No location will be constructed or moved, no well will
be plugged and no drilling or workover equipment will
be removed from a well to be placed in a suspended
status without prior approval of the AO. If operations
are to be suspended, prior approval of the AO will be
obtained and notification given before resumption of
operations.

The spud date will be reported orally to the AO within
48 hours after spudding. If the spudding occurs on a
weekend or holiday, the report will be submitted on the
following regular work day. The oral report will be
followed by a Sundry Notice.

In accordance with Onshore Oil and Gas Order No. 1,
this well will be reported on Form 9-329 "Monthly
Report of Operations", starting with the month in which
operations commence and continue each month until the
well is physically plugged and abandoned. This report
will be filed, in duplicate, to the Vernal BLM District
Office, Vernal, Utah.



Immediate Report: Spills, blowouts, fires, leaks,
accidents, or any other unusual occurrences shall be
promptly reported in accordance with the requirements
of NTL-3A or its revision.

If a replacement rig is contemplated for completion
operations, a "Sundry Notice" (Form 3160-5) to that
effect will be filed, for prior approval of the AO, and
all conditions of this approved plan are applicable
during all operations conducted with the replacement
rig.

Should the well be successfully completed for produc-
tion, the AO will be notified when the well is placed
in a producing status. Such notification will be sent
by telegram or other written communication, no later
than 5 days following the date on which the well is
placed on production.

Pursuant to NTL-2B, with the approval of the District
Engineer, produced water may be temporarily disposed of
into unlined pits for a period of up to 90 days.
During the period so authorized, an application for
approval of the permanent disposal method, along with
the required water analysis and other information, must
be submitted to the District Engineer.

A schematic facilities diagram as required by 43 CFR
3162.7-2, 3162.7-3, and 3162.7-4 shall be submitted to
the appropriate District Office within 30 days of
installation of first production, whichever occurs
first. All site security regulations as specified in
43 CFR 3162.7 shall be adhered to. All product lines
entering and leaving hydrocarbon storage tanks will be
effectively sealed in accordance with 43 CFR 3162.7-4.

No well abandonment operations will be commenced with-
out the prior approval of the AO. In the case of newly
drilled dry holes or failures, and in emergency situa-
tions, oral approval will be obtained from the AO. A
"Subsequent Report of Abandonment" Form 3160-5, will be
filed with the AO within 30 days following completion
of the well for abandonment. This report will indicate
where plugs were placed and the current status of
surface restoration. Final abandonment will not be
approved until the surface reclamation work required by
the approved APD or approved abandonment notice has
been completed to the satisfaction of the AO or his
representative, or the appropriate Surface Managing
Agency.



Pursuant to Onshore Oil and Gas Order No. 1, lessees
and operators have the responsibility to see that their
exploration, development, production and construction
operations are conducted in a manner which conforms
with applicable Federal laws and regulations and with
State and Local laws and regulations to the extent that
such State and Local laws are applicable to operations
on Federal or Indian lands.

David M."Talbott
Sr. Drilling/Production Engineer
APACHE CORPORATION

APACHE CORPORATION
Apache Federal #42-25
2028' FNL & 865' FEL
Section 25-T10S-R19E
Uintah County, Utah
U-43156
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et 2016 Lincom Centar Bldg., 1660 Lincom St.reet., Denver, Colorado

as principal, and DISORANCECCMPANYOF NORTHAMERICA
of 1,530 West. 17†.h St.., Mizmeapolis, Mizmesota 591.35

.
,

as surety, are held and firmly boundunto the United States of America la the som of
Cne hur.dred fifty thousand and no/100 della,.(: 3.50,000.00 ), lawful money

of the United States, whieb som may be increased or decreased by a rider herete executed la the same manner as this
bond, for the use and benefit of (1) the United States: (2) the owner of any of the land subject to the coverage of this
bond, who has a statutory right to compensation in connection with a reservation of the oil and gas deposits to the
United States; and (3) any lessee or permittee under a lease or permit issued by the United States prior to the issa.
ance of an oil and spslease for the same land subject to this bond, covering the use of the surface or the prospecting
for, or demiopment of, other mineral deposits in any portion of such land, to be paid to the United States. For such
payeest, well and tmly to be made, we bind ourselves, and each of our heirs. executors, administrators, successors
and assigns, jolatly and severally.

If the amount of this bond is $150,000 or if it is increased to that amount, the coverage shall extend to all of theprin•
cipsi's holdings of federal oil and ses leases la the United States, lacindias Alaska, moder the Acts cited in Sched•
ale A.

If the amount of this bond is less than $150,000, its coverage extends only to the principai's holdings of federal oil
and gas lesses la the States named in Schedule A and to any other State or States that may be named in a rider at-
tached hereto by the lessor with the consent of the surety.

PaMie Desmin t.easing Aet et Petmaary 25. 1920 Asquired I.ands t.easing Aet et August 7, 1947(30 U.s.C. see. Ist) (30 U.s.c. 5•e. Jat)
• NAmas or STATas NAMES OF STATE3

NATIONWIDECOVERAGEFORALLUNIl2D STATES

The eenditions of the foretoing oblitations are such WNEREAs the principsi and surety agree that withouthat, wheress the said principal has an interest in oil notice to the surety the coverage of this bond, in addi-
and gas leases issued under the Act or Acts cited in tion to the passent holdings of the principal, shallSchedule A of this bond: (1) as lessee: (2) as the • estead to and includes
approved holder of operating rights in all or part of the 1. Any oil and gas lease heresiter issued to. orlands covered by such teases under operating agree. acquired by the principal is the States now named inasets with the lesseest at (3) as desigtsted operator Schedule A, or later named la a rider, the coverage toor agent under such Isases pending approval of as be confined to the princípsi's holdings under the Actassignment or operatist agreemens; and or Acts cited at the head of the columa in which the

name of the State appears and to become effective
WNantAs the principal is authorized to drill for, mine, humediately upon such issuance or upon departmental
extract. remove, and dispose of oil and gas deposits approval of a transfer in favoret the principal.
In or under the lands covered by the leases, operating 2. Any operating agreement hereafter entered into
agreements or designations and is obligsted to comply or acquised by the principal affecting oil and gas
with certain covenants and agreements set forth in tesses ils the States now named in Schedule A. or
such instruments: and later named in a rider. The coverage shall



3. Aay desiµation subsequent hereto of the aiem. avered by tha bond, whether the termination
princips 's opemtor or agent of a lessee under a lease i- operation of law or otheswise, the bond shall
issued saat to the Act or Acts cited la Schedule A a la fait force and effect as to all remaining
and covering lands la a State named la Schednie A, lèliiss, operating agmements, or desiµations covered
either pasently or by rider. This corerage shall be. by the bend; and
come effective immediately spaa the filint of such a
desiµation under a lease. WasatAs the principsi, as to any lesse et part of a

4. Asy extension of a lease cowesad by this bond, lesse for lands as to which he has been desiµated as
such coverage to contiane without any laterrupties due openter er agent, or approved as operster, la consid-
to the espiration of the tera set fettb is the lease. eration of being permitted to intaisk this bond la lies

* of the lessees, assess and by these presents does
Prowi¿ed, des the stusty any elect te have the addi. hereby blad himself to fulfill on behalf of each lessee
tional coverage authecized under this paragtsph be. sil obligadoes of each such lesse for the entire lease•
come inapp11eable as to su laterests of the principsi hold la the same manner and to the saae extent as
acquired more than thirty (30) days aber the receipt though he were the lessee; and -

of notice of such election by the Bureas.et t.and
Managemaat. WHERRAs the principal and susety agtee that the neg.

lect or forbestance of said lessor in enforcing, as
The susety hereby waives any right to notice of, and agplast the lessees of such lessor, the payment of
agrees that this bond shall tenais la fun fosse and restais or royakies or the performance of any other
effect notwithstanding: covenant, conditios or asseement of the tesses, shall

L A transfer or tasastess, either la whole or la not, la any way, release the principal and surety, or
part, of any or aR of the leases, or of the operating either of them, from any liability under this bond; and
agreemeats, and further agrees to ressia benad under
this bond as to the laterests either la the lesses or WittatAs the principei and surety agree that la the
la the operatias agreements, or la both, retained by event of any default under the lesses, the lessos may
the principal whos the approval of the transfer or commence and prosecute any claim, suit, action, or
transfers becomeeffective. other psoceeding against the principsi and surety, or

2. Any modificaden of a lease or operating agree. either of them, without the necessity of joining
ment, or obligadens thereunder, whether made or effected the lessees.
by comma=••• of such lesse or operating att** * *
to unit, cooperative, communitisation or storage, agree• Now, THanxFons, Ir said principal shall la all
meets, or development coatmets, suspensions of opera• respects faithfully comply with all of the provisions of
tions or production, weivers, suspensions or changes . the leases referred to hessinbefore, thee the above
la sental, menina== royalty and royakies, compensatory obligations ase to be void; otheswise to remain la full
soyalty payments, or otherwise; and fesce and effect. .

Signed on this 29thday of September , 19 '78, la the presence of:

NAuss Axe Annazasas or Wtratssas

Beatrice L. Hustof *

Corporate Secretary
Apache Corporation
2016 LincoLa Center Bldg.
1660 Lincola Street
Denver, Colorado 8026/.

(Businese addreseþ

Lisa Hahne Nekich (zu••TI
,

, a J. & r, Attorney-in-Fact.
,

2327. IDS Center 232/. IDS Can er
Minneapolis, 15 551.02

.

. Minneapolis, 18 551.02
(Business address)

See



5ENCO-PHENIX

INTENSIVE CULTURAL RESOURCE SURVEY
AND INVENTORY OF THE EVANS FEDERAL 42-25

WELL PAD AND ACCESS ROAD

PERFORMED FOR
APACHE CORPORATION

DILOgg &BNING

In accordance with BLM and State of Utah Guidelines in
Uintah County, Utah,

State of Utah Antiquities Permit #U90SCS63b

SP-UT-129
November 29, 1990

John A. Senulis

Direct Charge of Fieldwork

P.O. BOX9197, SALTIAKECITY,UTAH84109 • PHONE 801-272-1415 • ARCHAEOLOGICALCONSULTING



Bureau o.f Land Management i 4 le

Utah State Office Report.Accep' le Yes
_

No

Summary Report of Mitigation Acceptable Yes __No
Inspection for Cultural Resources .

Comments:

1. Report Title \EV A¡N S FED EjR A L 4 2 - 2 5 ) |
. Il 40

2. Development Company Apache Corporation

3. Report Date \1 1| |1\9|9101 4. Antiquities Permit No. 90UTS4633

.'o a
43

YEAR

5. Responsible Institution \ NjCl0j-¡PjHjEIN]I|X \ | | \ County Uintah
47 . 61

6. Fieldwork Location: TWN\ liin\sj Range \ |1 l9IE\ Section(s) \2\5\ \ \ \ \ \ l i I \
.

6¿ 65 66 69 7071 7273 7475 7677

TWN\ \ \ \ \ Range ) ) | \ \ Section(s) | \.\ \ \ \ \ \ \ \ \
78 81 82 85 8687 8BBS 9091 9293

7. Resource Area IB ICj TWN\ \ \ \ \ Range I i l i j Section(s) | | ll ! ! | | | ll ! ·

110 ))) 94 97 98 101 102103 104105 106107 108 109

PO= PONY EXPRESS. BR= BEAR RivER,PR=PRICE RIVER WS=WARMSPRINGS Felin spoces 65,69,81,85,97,101 Only if:

SC=3CON CLIFFSHR=HOUS RANGE SE=S lERRIVE V=VernolMeridian
HM=HENRYMOUÑTAINS BË=BEAVENRIVE DX=DIX Ë
KA=KANAB ES=ESCALANTE.SJ=SANJUA ,GR=GRAND H=HalfTownshe

.

SP.=.SAN RA'FAEL, DM=DIAMONDMOUNTAIN,

8. Description of Examination Procedures:
Walkover survey with transects no further spaced than 15 meters in 10 acre survey
area. Road and pipeline were surveyed using 15 meter transects to a total
right-of-way of 30 meters.

9• Linear Miles Surv yed i l i I .17\5 I 10. Inventory Type I
ond/or !!2 117 I

R=Reconnaiscnce .

Definable Acres Surveyee i I I I 11\0 I I= Intensive
ond/or 118 123 S= Statistical Sompte

Legally Undefinable Acres i i I i : I :
Surveyed I I i i i i I

(*A parcel hord to cadostrol locate i.e. 'Önter of section)

11. Description of Findings (attach appendices, if appropriate) 12,NumberSitesFound:

Isolated reddish brown chalcedony secondary flake .No sites=O 131 135

13, Collection: i Y=Yes, N= No
136

14.Actual/Potontial National Register Properties Affected:

No properties eligible for or on the National Register of Historic Places will
be affected by the proposed undertaking.

15. Literature Search, Location/Date:
Utah Division of State History, Antiquities Section, November 21, 1990

16. Conclusion/Recommendations: ·

Archeological clearance recommended with stipulation that dunal area immediately
adjacent to the southwest edge of the well pad be avoided.

17. Signature of Administrator & Field Supervisor: Administrator

Field Supervisor
*For extra locationals use additional 8100-3 forms. 8100-3



ABSTRACT

An intensive cultural resource survey was performed on the
Evans Federal 42-25 well pad, surrounding ten acres, access road

and surface pipeline route for Apache Corporation by John A.

Senulis of SENCO-PHENIX.
Cultural resources were located in the form of an isolated

brown chalcedony secondary flake. No other cultural resources
were located and archeological clearance for the proposed project
is recommended.

SURVEY LOCATION

The well pad is proposed in the SE/NE of Section 25, T10S,
R19E. The access road will begin in the SE/SE of Section 25,

T10S, R19E off a staked proposed access road to the proposed Evans

Federal 44-25. The route proceeds northerly to the staked well

pad location. The proposed surface pipeline right-of-way begins

at the proposed Evans Federal 42-25 well pad and runs westerly to
an existing battery in the SE/NW of the same section.

The project area location is noted on the enclosed copy of
the U.S.G.S. 7.5' quad Big Pack Mtn•r NWr Utah, (PR 1987). The
well pad and access road were staked and the pipeline route was
pinflagged.

GENERAL ENVIRONMENT

The general area is part of the Colorado Plateau

physiographic province noted by horizontal rock strata with

retreating escarpments forming the canyonlands in the south of the
Colorado River and Green River.

The Uinta Basin subdivision is bound by the south flank of
the Uinta Mountains on the north, and by Book Cliffs to the
south. The northeasterly flowing Green River Drainage is the
major water source.

Predominant bedrock in the basin is quartzite in the basin
proper grading into sandstones, shales and glacial outwash on the
slopes.

The mîd-latitude semi-arid climate is typically Continental
with cold winters and warm summers. Precipitation îs directly
related to altitude and degree of slope; the minima is less than
10 înches annually on the basin floor to the maxima of more than
10 inches annually above 8,000 feet.

Soils and vegetation are also reflective of the type of soil,
moisture and altitude conditions.

The White River Drainage has moderately alkaline, fine, sandy
desert loams that are well drained and have a moderate rate of
deposition. Primary vegetation consists of Indian ricegrass,
needle and thread, winterfat, with some black sagebrush and
shadscale depending upon the alkalinity of the soil.

The drainages grade into the predominant shale based
shadscale-sagebrush zones of the lower slopes where alkalinity is
increased by less permeable desert loams. In addition to the
above, saltbush, greasewood, and other alkaline adapted grasses,
shrubs and forbs become more



Above 6,000 feet the upland shallow hardpans, stony hills,

gravels, and loams support the juniper-pinyon pine zone with

muttongrass, bluebunch, wheatgrass, and prickly pear.
The juniper-pinyon pine zone gradually diminishes toward

8,000 feet giving way to the mountain stony and shallow loans
supporting gambel oak, mountain brome and serviceberries.

This general environment has supported a rich faunal
assemblage which formerly contained bison in large numbers. Today

the area is dominated by deer, rabbits, and burrowing animals with
occasional forays of elk and moose. A seasonal waterfowl

population and other migratory and raptorial birds complete the
scenario.

The dominant ground patterns have changed dramatically in the
past 100 years with the introduction of grazing animals, primarily

sheep and cattle, and agriculture. The patterns have resulted in

an increase of scavengers and pests such as badgers and coyotes.
Variations of the modern topography have been induced by

agriculture, grazing, recreation, and oil and gas exploration.

Some areas, such as watersheds and wîldlife habitats have
stabilized parts of the environment.

SPECIFIC ENVIRONMENT

The project area falls within the Central Badlands District
physiographic region of the Uinta Basin. The Badlands district is
characterized by long and broad erosional benches adjacent to
extensive badlands. The benches are deeply dissected by
intermittent streams which eventually drain into the Green River,

northwest of the project area.
The project area is situated along a terrace of Wild Horse

Bench with a topographical form of dissected uplands at an
elevation of approximately 5320 feet.

The immediate drainages are Hill Creek and Willow Creek,
which flow north into the Green River some 10 miles away.

Soils range from rocky colluviums mixed with tan silty looms,
areas of desert pavement, to pockets of stabilized sand dunes.
Large outcroppings of sandstone bedrock are visible in the
adjacent mesas.

Vegetation falls within the desert shrub community with
shadscale, saltbush, bud sagebrush, winterfat, and ephedra. Clumps
of Indian Ricegrass occur in the eolian sand dunes along with
rabbitbrush, galleta grass, and blue gramma.

Fauna for the area includes deer, antelope, rabbits and other
burrowing animals. Birds, rodents and reptiles complete the
scenario. On the day of survey no wildlife was observed.

ARCHEOLOGICAL POTENTIAL

A files search conducted on November 21, 1990 by John A.
Senulis at the Utah Division of State History, Antiquities Section
indicated that the following projects had been performed in the
survey



1. 1987, LaPlata surveyed the Evans Federal 3-25 well
location in the NE/NE of Section 25 for Apache Corporation. No

sites were located. LaPlata also surveyed the Evans Federal 12-25

well location in the SW/NE of Section 25 for Apache Corporation

and located no sites.

2. 1985, AERC surveyed the Hill Creek 1-30 and 2-30 well
locations for Santa Fe Energy in Section 30 immediately adjacent
to Section 25. Two sites were located. Site 42UN1502 is a lithic
scatter located in the SW/NW/SW of Section 30. The site consisted

of siltstone bifaces and flakes located în a dune. Site 42UN1502
was recommended as eligible for the NRHP. Site 42UN1467 was
located in the NE/NE of Section 30 and consisted of sparse lithics

on a dune including a chopper and fire-cracked rock. Site
42UN1467 was recommended as eligible for the NRHP.

3. 1990, Blaine Phillips of the BLM surveyed the Evans

Federal 44-25 well location and access road for Apache Corporation

in the SE/SE of Sectîon 25. An isolated siltstone drill was
located.

METHODOLOGY

On November 28, 1990, a walkover survey was conducted by
John A. Senulis and Jeanne Senulis, accompanied by Craig Moulton
of Apache Corporation. Transect spacing was 15 meters, with a
total right-of-way along the access road and pipeline corridor of
30 meters. Special attention was paid to areas of ground exposure
from animal burrowing and erosion, dunal areas, desert pavement
areas, and to areas of human activity.

SURVEY CONDITIONS

The sky was clear and sunny with temperatures of 40 degrees
F.

Visibility was generally very good, 80%, because of sparse
vegetational cover and no snow. Soils on the day of the survey
ranged from damp to dry.

FINDINGS AND RECOMMENDATIONS

One isolated reddish brown chalcedony secondary flake was
located on the proposed well pad. Careful inspection of the area
surrounding the find revealed no other cultural materîal. There

is a stabilized dunal area Lamediately adjacent to the southwest
edge of the well pad. Close transect examination of the dune
revealed no exposed surface cultural material; however, the
shifting sands of dunes can obscure any surface evidence of an
archeological site. Therefore, archeological clearance is
recommended for the proposed project with the stipulation that
construction in the area of the dune be



A rock cairn was observed on the top of a small mesa some

1200' west of the proposed access road. The cairn is not within
the project area, but was photographed and noted for informational
purposes.

If any cultural values are observed during operation of this
lease/permit/right-of-way, they are to be left intact and the BLM
District Manager in Vernal should be notified. The District

Manager should conduct an evaluation of the cultural value to
establish suitable mitigation measures.

These recommendations are subject to approval or modification

by the BLM and the Utah State Historic Preservation
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EVANSFEDERAL#42-25 WELLPAD, ACCESSROAD, & FLOWLINE
APACHECORPORATION
SECTION25, T10S, R19E, UINTAHCOUNTY,UTAH
U.S.G.S. 7.5' QUAD: BIG PACKMTN., NW, UT (PR 1987)
SENCO-PHENIX(UT-129)
NOVEMBER29, 1990

SEN CO-PH EN



1) Field Number SP-UT- /IF #1 2) Curation r N/A

3) Legal Location:T 10S R 19. E Sec. 1, NW_1/4, NNE1/4, W1/4,. §E1/4, R1/4

4) County UINTAH 5) USGS Map Reference BIG PACK MTN. , NWr UT

6) Artifact Öwner (Landowner) : Federal Agency/District BLM/VERNAL

State Agency/District Private/Name and Address

7) Collected X No . Yes Repository N/A

8) Name of Recorder John A. Senulis Date NOVEMBER 28 r 1990

Company/Institution SENCO-PHENIX, P.O. BOX 9197r SLCr UT 84109

9) Sketch or Photo: Scale

10)Artîfact Description
(Dimensîons-Haterial-use/functîon-time period)

A secondary flake of reddish brown chalcedony with no retouch.

No other associated artifacts or features.

11) Environmental Location (
Topography-vegetation-soils-slope-hydrology)

Artifact was located on a terrace of Wild Horse Bench on a proposed well

.
pad. Vegetation is primarily Shadscale/saltbush with sparse clumps of

grass. Slight slope to north with intermittent drainages and no

permanent water. Soils were gravelly sandy
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VIEW NORTH OF ACCESS ROAD TO EVAN'S FEDERAL #42-25

r .)

VIEW WEST OF EVAN'S FEDERAL #42-25
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hache
SUITE 1900 ONE UNITED BANK CENTER/1700 LINCOLN STREET/DENVER, CO 80203-4519 - CORPORATION

303/837-5000

February 6, 1991

State of Utah b cES 07 1901
Division of Oil, Gas & Mining
3 Triad Center, Ste. 350 DA 90NOF
Salt Lake City, UT 84180-1203 CILGASiiddSG

Attention: Tami Searing

Re: Exception Location Letter
Evans Federal #42-25
Sec. 25-T10S-R19E
Uintah County, Utah

Dear Ms. Searing:

Apache Corporation requests an exception location for the Evans
Federal #42-25 to avoid terrain difficulties. The well is staked
2028' FNL and 865' FEL to move it out of a low laying drainage
area, located inside the normal legal location window.

The well is being drilled on lease U-43156 which includes all
lands as shown on the attached map.

A 460 ft radius circle centered on this exception location of
2028' FNL and 865' FEL Sec. 25-T10S-R19E will still be on the
same lease with the same ownership.

Your consideration of this request would be greatly appreciated.
Apache Corporation is anticipating drilling operations to com-
mence March 4, 1991. If you should have any questions or need
additional information, please contact me at 303-837-5428.

Sincerely,

APACHE CORPORATION

David M. Talbott
Sr. Drilling/Production Engineer

\ch

RMR
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OPERATOR nrŸTÞ r n%, ·50 0 · DA 0) -Al
WELL NAME ('a M.. D

- SEC SE , (9,6 T .
COUNTY M

API NUMBER TYPE OF LEASE

CHECK OFF:

.
PLAT BOND N RLEST

L . S I FIELD POTASH OR
.Sg( · OIL SHALE

PROCESSING COMMENTS:

111.ßim

S-%7 ,mi f.ÀFr

kg apTurn krnTinn

A99ROVAL LETTER:

SPACING: R&l5-2-3 1 j Rd15-3-2
UNIT I

R615-3-3
CAUSE NO. & DATE

STIPULATIONS:

0 218 T .



State of Utah
DEPARTMENT OF NATURALRESOURCES

Norman H. Bangerter
DIVISION OF OIL, GAS AND MINING

Governor

Dee C. Hansen 355 West North Temple

Executive Director 3 Triad Center, Suite 350

Dianne R Nielson, Ph.D. Salt Lake City,Utah 84180-1203

DivisionDirector 801 -538-5340

February 14, 1991

Apache Corporation
1700 Lincoln, Suite 1900
Denver, Colorado 80203-4519

Gentlemen:

Re: Evans Federal #42-25 - SE NE Sec. 25, T. 10S, R. 19E - Uintah County, Utah
2028' FNL, 865' FEL

Approval to drill the referenced well is hereby granted in accordance with R6l5-3-3,
Oil and Gas Conservation General Rules.

In addition, the following actions are necessary to fully comply with this approval:

1. Spudding notification within 24 hours after drilling operations commence.

2. Submittal of an Entity Action Form within five working idays following
spudding and whenever a change in operations or interests necessitates an
entity status change.

3. Submittal of the Report of Water Encountered During Drilling, Form 7.

4. Prompt notification if it is necessary to plug and abandon the well. Notify R.
J. Firth, Associate Director, (Office) (801) 538-5340, (Home) 571-6068, or Jim
Thompson, Lead Inspector, (Home) 298-9318.

5. Compliance with the requirements of R615-3-20, Gas Flaring or Venting, Oil
and Gas Conservation General Rules.

an equal opportunity



Page 2
Apache Corporation
Evans Federal #42-25
February 14, 1991

6. Prior to commencement of the proposed drilling operations, plans for facilities
for disposal of sanitary wastes at the drill site shall be submitted to the local
health department. These drilling operations and any subsequent well
operations must be conducted in accordance with applicable state and local
health department regulations. A list of local health departments and copies
of applicable regulations are available from the Division of Environmental
Health, Bureau of General Sanitation, telephone (801) 538-6121.

7. This approval shall expire one (1) year after date of issuance unless
substantial and continuous operation is underway or an application for an
extension is made prior to the approval expiration date.

The API number assigned to this well is 43-047-31952.

Sincerely,

R. J. irth
Associate Director, Oil &Gas

tas
Enclosures
cc: Bureau of Land Management

J. L. Thompson



- Form 3160-3 SUBMIT IN T ,ICATE' Form approved.
(Noveder 1983) (other instrutw3Éson Budget Bureau No. 1004-0136
a.,,..a, e-aate UNITED STATES reverse side) Expires August 31, 1985

DEPARTMENT OF THE INTERIOR U. LEASE DBatGNATION AND ggBIAL NO.

BUREAU OF LAND MANAGEMENT U-43156

APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUGBACK .IFINDIAN,ALLOTTEMOBTRIMENAME

la. TTPE Or womK

DRILLG DEEPENO PLOGWA "" '''"""" "*"

b. Tyra or waLI,
OW

LL O °w^.".... U .....
:NNE MUNLTH LB O BM 08 LEASE NAME

2. NAME OF OPERAWB Evans Federal
Apache Corporation 9. WRIsL NO.

8. Annassa or orsmaTom a, # 4 2 -2 5
1700 Lincoln, Ste. 1900, Denver, CO 80203mg5p 20.FIBLD AND POOL, 08 WILDCAT

4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.•) atura1 ButtesAt surface
2028' FNL, 865' FEL (SE NE) 11..se..r..a..x.,oaar.x.

AND SURVET 08 ABBA

At proposed prod. some (
Sec. 25-T10S-Rl9E

14. DISTANCE IN MILES AND DIBBCTION FROM NBASEST TOWN 05 PORT OFFICB* 12. COUNTT 08 PARISE 18. STATE

Approximately 53 miles from Roosevelt, Utah Uintah Utah
10. DISTANCE PROM PROPUBED* 10. NO. OF ACRES IN LEAa- 17. No. or acass Asalesso

LOCATION TO NBASEST TO THIS WELL
PROPERTY 08 LEABB LINE, FT. 8 6 5 ' 6 0 0 16 0(Also to nearest drig. unit line, if any>

18. DISTANCE FROM PROFOSED LOCATION* 19. PROPOSED DEPTu 20. BOTART OR CABLE TOOLS
TO NEAREST WELL, DRILLING, COMPLETED, i ;
om arru.o rom. on tas. raas.. rr. 170 0 670 0 Rotary

21. BIÆTATIONS (Show whetbar DF, RT. OR. ete.) 22. Arrmoz. Data wons wlLL ST&BT*

5254' GR March 4, 1991
23° PROPOSED CASING AND CEMENTING PROGRAM

e
5128 OF ROLE SISE OF CASING WEIGHT PER POOT BETTING DEPTR QUANTITT OP CMMENT

12 1/4" 9 5/8" 24# 230' 125 sxg to sic
7 7/8" 4 1/2" 11.6# 6700' 1370 exe

The subject well will be drilled to test the productive potential of the
Wasatch zone. Significant oil/gas shows will be tested. The well will
be cased and cemented as described above. If the well is plugged and
abandoned, the operation will be completed in accordance with
instructions from the Bureau of Land Management. Anticipated BHP is
2900 psi.

Attachments include the following:
- Conditions of Approval for Notice to Drill

Survey plat ISÿ
BOP schematic

- Multi-Point Surface Use Plan
Topo showing access road Drillsite Cross-se
Mile radius map
Drillsite plan

IN ABOVE SPACE DESCBIBM PROPOSED PROOmax : If proposal is to deepen or plug back, give data on present predactive ohne and proposed new prodnettre
sone. If proposal is to drill or deepen direetionally, give pertinent data on subaurface locations and measured and true vertieel depths. Give blowout

evencter pr

Sr. Drilling/Prod. Engr.,,,, 2/4/91

(This space for Federal or State ofBee ase)

PEMOT No APPROTAT. DATE

ASSISTANTDISTRICT /
APPROVED RT TITLE BATE
CONDITIONËOF APPROTAr.. IF ANT:

ee e • - OFAPPROVALATTACHED
NOTICEOFAPPROVAL 10 OPRMTORSCOPY

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false. fictitious or fraudulent statements or representations as to any matter within its
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CONDITIONSOF APPROVALAPPLICÃTIORTÖfPlERIT¯TI)RILL

Company/Operator: APACHECORPORATION

Well Name & Number: Evans Federal #42-25

Lease Number: U-43156

Location: SENE Sec. 25 T. 10S R. 19E

Surface Ownership: Public Lands Administered by BLM

NOTIFICATIONREQUIREMENTS

Location Construction - at least forty-eight (48) hours prior to
construction of location and access roads.

Location Completion - prior to moving on the drilling rig.

Spud Notice - at least twenty-four (24) hours prior to spudding
the well

Casing String and - at least twenty-four (24) hours prior to running
Cementing casing and cementing all casing strings.

BOP and Related - at least twenty-four (24) hours prior to initiating
Equipment Tests pressure tests.

First Production - within five (5) business days after new well begins
Notice or production resules after well has been off

production for more than ninety (90) days.

For more specific details on notification requirements, please check the
Conditions of Approval for Notice to Drill and Surface Use



CONDITIONSOF APPROVALFOR NOTICETO DRILL

Approval of this application does not warrant or certify that the applicant
holds legal or equitable title to those rights in the subject lease which
would entitle the applicant to conduct operations thereon.

All lease and/or unit operations will be conducted in such a manner that full
compliance is made with applicable laws, regulations (43 CFR 3100), Onshore
Oil and Gas Orders, and the approved plan of operations. The operator is
fully responsible for the actions of his subcontractors. A copy of these
conditions will be furnished the field representative to insure compliance.

Be aware fire restrictions may be in effect when location is being constructed
and/or when well is being drilled. Contact the appropriate Surface Management
Agency for information.

A. DRILLINGPROGRAM

1. Estimated Depth at Which Oil, Gas, Water, or Other Mineral Bearing
2ones are Expected to be Encountered

Report ALL water shows and water-bearing sands to Tim Ingwe11 of
this office. Copies of State of Utah form OGC-8-Xare acceptable.
If noticeable water flows are detected, submit samples to this
office along with any water analyses conducted.

All usable water and prospectively valuable minerals (as described
by BLMat onsite) encountered during drilling, will be recorded by
depth and adequately protected. All oil and gas shows will be
tested to determine commercial potential.

2. Pressure Control Equipment

The BOP and related equipment shall meet the minimum requirements
of onshore Oil and Gas Order No. 2 for equipment and testing
requirements, procedures, etc., and individual components shall be
operable as designed.

The Vernal District Office shall be notified, at least twenty-four
(24) hours prior to initiating pressure tests, in order to have a
BLMrepresentative on location during pressure testing.

3. Casing Program and Auxiliary Equipment

Surface casing shall have centralizers on the bottom three joints,
with a minimum of one centralizer per joint.

Usable water may be encountered from the surface to + 1140 ft. in
the Uintah formation and from + 1140 - 4550 ft. in tWe Green River
formation. The Mahogany oil sWale and the L1 oil shale have been
identified from + 1780 - 1850 ft. and + 1920 - 2000 ft.,
respectively. YEerefore, as a minimum; the resources shall



isolated and/or protected via the cementing program for the
production casing by having a cement top for the production casing
at least 200 ft. above the oil shale. Also, if gilsonite is
encountered, it shall be isolated via the cementing program.

The Vernal District Office shall be notified at least twenty-four
(24) hours prior to the running and cementing of all casing
strings, in order to have a BLMrepresentative on location while
running and cementing all casing strings.

4. Mud Program and Circulating Medium

Hazardous substances specifically listed by the EPA as a hazardous
waste or demonstrating a characteristic of a hazardous waste will
not be used in drilling, testing, or completion operations.

5. Coring, Logging and Testing Program

Daily drilling and completion progress reports shall be submitted
to this office on a weekly basis.

All Drill Stem tests (DST) shall be accomplished during daylight
hours, unless specific approval to start during other hours is
obtained from the Authorized Officer. However, DSTs may be allowed
to continue at night if the test was initiated during daylight
hours and the rate of flow is stabilized and if adequate lighting
is available (i.e., lighting which is adequate for visibilit.y and
vaporproof for safe operations). Packers can be released, but
tripping should not begin before daylight unless prior approval is
obtained from the Authorized Officer (AO).

A cement bond log (CBL) shall be utilized to determine the tog of
cement (TOC) for the production casing.

6. Notifications of Operations

The Vernal District Office shall be notified during regular work
hours (7:45 a.m. - 4:30 p.m., Monday through Friday, except
holidays), at least twenty-four (24) hours PRIOR to spudding the
well.

Operator shall report production data to MMSpursuant to 30 CFR
216.5 using form MMS/3160.

The date on which production is conmencedor resumed will be
construed for oil wells as the date on which liquid hydrocarbons
are first sold or shipped from a temporary storage facility, such
as a test tank, and for which a run ticket is required to be
generated or the date on which liquid hydrocarbons are first
produced into a permanent storage facility, whichever first occurs;
and, for gas wells, as the date on which associated



hydrocarbons are first sold or shipped from a temporary storage
facility, such as a test tank, and for which a run ticket is
required to be generated, or the date on which gas is first
measured through permanent metering facilities, whichever first
occurs.

Gas produced from this well may not be vented or flared beyond an
initial authorized test period of thirty (30) days or 50 MMCF
following its completion, whichever occurs first, without the prior
written approval of the AO. Should gas be vented or flared without
approval beyond the authorized test period, the operator may be
directed to shut-in the well until the gas can be captured or
approval to continue venting or flaring as uneconomic is granted
and the operator shall be required to compensate the lessor for
that portion of the gas vented or flared without approval which is
determined to have been avoidably lost.

All site security regulations, as specified in Onshore Oil and Gas
Order No. 3, shall be adhered to.

7. Other Information

All loading lines will be placed inside the berm surrounding the
tank battery.

All off-lease storage, off-lease measurement, or commingling
onlease or off-lease will have prior written approval from the AO.

Gas meter runs for each well will be located within 500 feet of the
we11head. The gas flowline will be buried or anchored down from
the we11head to the meter and 500 feet downstream of the meter run
or any production facilities. Meter runs will be housed and/or
fenced.

The oil and gas measurement facilities will be installed on the
well location. The oil and gas meters will be calibrated in place
prior to any deliveries. Tests for meter accuracy will be
conducted monthly for the first three months on new meter
installations and at least quarterly thereafter. The AO will be
provided with a date and time for the initial meter calibration and
all future meter proving schedules. A copy of the meter
calibration reports will be submitted to the Vernal District
Office. All meter measurement facilities will conform with Onshore
Oil & Gas Order No. 4 for liquid hydrocarbons and Onshore Oil & Gas
Order No. 5 for natural gas measurement.

The use of materials under BLMjurisdiction will conform to 43 CFR
3610.2-3.

There will be no deviation from the proposed drilling and/or
workover program without prior approval from the AO. Safe drilling
and operating practices must be observed. All wells, whether
drilling, producing, suspended, or abandoned will be identified in
accordance with 43 CFR



"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for
approval for all changes of plans and other operations in
accordance with 43 CFR 3162.3-2.

Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act
of 1982, as implemented by the applicable provisions of the
operating regulations at Title 43 CFR 3162.4-1(c), requires that
"not later than the 5th business day after any well begins
production on which royalty is due anywhere on a lease site or
allocated to a lease site, or resumes production in the case of a
well which has been off production for more than 90 days, the
operator shall notify the authorized officer by letter or sundry
notice, Form 3160-5, or orally to be followed by a letter or sundry
notice, of the date on which such production has begun or resumed."

If you fail to comply with this requirement in the manner and time
allowed, you shall be liable for a civil penalty of up to $10,000
per violation for each day such violation continues, not to exceed
a maximumof 20 days. See Section 109(c)(3) of the Federal Oil and
Gas Royalty Management Act of 1982 and the implementing regulations
at Title 43 CFR 3162.4-1(b)(5)(ii).

APD approval is valid for a period of one (1) year from the
signature date. An extension period may be granted, if requested,
prior to the expiration of the original approval period.

In the event after-hours approvals are necessary, please contact
one of the following individuals:

Gerald E. Kenczka (801) 781-1190
Petroleum Engineer

Ed Forsman (801) 789-7077
Petroleum Engineer

BLMFAXMachine (801)



EPA'S LIST OF NONEXEMPTEXPLORATIONANDPRODUCTIONWASTES

hile the following wastes are nonexempt, they are not necessarily hazardous:

Unused fracturing fluids or acids

Gas plant cooling tower cleaning wastes

Painting wastes

Oil and gas service companywastes such as empty drums, drum rinsate,
vacuum truck rinsate, sandblast media, painting wastes, spend
solvents, spilled chemicals, and waste acids.

Vacuum truck and drum rinsate from trucks and drums, transporting or
containing nonexempt wastes.

Refinery wastes

Liquid and solid wastes generated by crude oil and tank bottom reclaimers

Used equipment lubrication oils

Waste compressor oil, filters, and blowdown

Used hydraulic fluids

Waste solvents

Waste in transportation pipeline-related pits

Caustic or acid cleaners

Boiler cleaning wastes

Boiler refractory bricks

Incinerator ash

Laboratory wastes

Sanitary wastes

Pesticide wastes

Radioactive tracer wastes

Drums, insulation, and miscellaneous



B. THIRTEENPOINT SURFACEUSE PROGRAM:

1. Planned Access Roads

All travel will be confined to existing access road rights-of-way.

Access roads and surface disturbing activities will conform to
standards outlined in the Bureau of Land Management and Forest
Service publication: Surface Operating Standards for Oil and Gas
Exploration and Development, (1989).

The road shall be constructed/upgraded to meet the standards of the
anticipated traffic flow and all-weather road requirements.
Construction/upgrading shall include ditching, draining, graveling,
crowning, and capping the roadbed as necessary to provide a well
constructed safe road. Prior to upgrading, the road shall be cleared
of any snow cover and allowed to dry completely. Traveling off the
30 foot right-of-way will not be allowed. Road drainage crossings
shall be of the typical dr.y creek drainage crossing type. Crossings
shall be designed so they will not cause siltation or accumulation of
debris in the drainage crossing nor shall the drainages be blocked by
the roadbed. Erosion of drainage ditches by runoff water shall be
prevented by diverting water off at frequent intervals by means of
cutouts. Upgrading shall not be allowed during muddy conditions.
Should mud holes develop, they shall be filled in and detours around
them avoided.

The operator/lessee or his/her successor shall be responsible for all
maintenance on cattleguards or gates associated with this oil and/or
gas operation. There is a gate and a cattleguard shared with Apache
44-25 well.

2. Location of Existing and/or Proposed Facilities

If storage facilities/tank batteries are constructed on this lease,
the facility/battery or the well pad shall be surrounded by a
containment dike of sufficient capacity to contain, at a minimum, the
entire content of the largest tank within the facilit.y/battery,
unless more stringent protective requirements are deemed necessary by
the authorized officer.

All permanent (on site for six months or longer) structures
constructed or installed (including pumping units) will be painted a
flat, non-reflective, earthtone color to match one of the standard
environmental colors, as determined by the Rocky Mountain Five State
Interagency Comittee. All facilities wil be painted within six (6)
months of installation. Facilities required to comply with 0.S.H.A.
(Occupational Safety and Health Act) will be excluded.

If at any time the facilities located on public land and authorized
by the terms of the lease are no longer included in the lease (due to
a contraction in the unit or other lease or unit boundary change),



BLMwill process a change in authorization to the appropriate
statute. The authorization will be subject to appropriate rental or
other financial obligation as determined by the authorized officer.

3. Methods for Handling Waste Disposal

The reserve pit shall be constructed so as not to leak, break, or
allow discharge.

The reserve pit shall be lined.

"If a plastic nylon reinforced liner is used, it will be a minimum of
10 mil thickness with sufficient bedding (either straw or dirt) to
cover any rocks. The liner will overlap the pit walls and be covered
with dirt and/or rocks to hold it in place. No trash, scrap pipe,
etc., that could puncture the liner will be disposed of in the pit.
More stringent protective requirements may be deemed necessary by the
A.0."

After first production, produced waste water will be confined to a
lined pit or storage tank for a period not to exceed ninety (90)
days. During the 90 day period, in accordance with NTL-28, an
application for approval of a permanent disposal method and location,
along with required water analysis, shall be submitted for the A0's
approval. Failure to file an application within the time allowed
will be considered an incident of noncompliance.

4. Well Site Layout -

The reserve pit will be located as per change on the layout diagram.
The excess cut material fran the pit will be stored on the south side
of the pit.

The stockpiled topsoil (first six inches) will be stored as per
change on the layout diagram. The blooie pit will be moved south for
a more favorable position with regard to wind direction, as shown by
the changes on the layout diagram.

Access to the well pad will be from the east.

Fencing Requirements

All pits will be fenced according to the following minimum standards:

a. 39-inch net wire shall be used with at least one strand of barbed
wire on top of the net wire (barbed wire is not necessary if pipe or
some type of reinforcement rod is attached to the top of the entire
fence).

b. The net wire shall be no more than 2-inches above the ground. The
barbed wire shall be 3-inches above the net wire. Total height of
the fence shall be at least 42-inches.



c. Corner posts shall be cemented and/or braced in such a manner to keep
the fence tight at all times.

d. Standard steel, wood, or pipe posts shall be used between the corner
braces. Maximum distance between any two posts shall be no greater
than 16 feet.

e. All wire shall be stretched, by using a stretching device, before it
is attached to the corner posts.

The reserve pit fencing will be on three sides during drilling operations
and on the fourth side when the rig moves off the location. Pits will be
fenced and maintained until clean-up.

Each existing fence to be crossed by the access road shall be braced and
tied off before cutting so as to prevent slacking of the wire. The
opening shall be closed temporarily as necessary during construction to
prevent the escape of livestock, and upon completion of construction the
fence shall be repaired to BLMor SMAspecifications. A cattleguard with
an adjacent 16 foot gate shall be installed in any fence where a road is
to be regularly travelled. Prior to a new road, crossing any fence
located on federal land, or any fence between federal land and private
land, the operator will contact the BLM, who will in turn contact the
grazing pennittee or owner of said fence and offer him/ her the
opportunity to be present when the fence is cut in order to satisfy
himself/ herself that the fence is adequately braced and tied off.

5. Plans for Restoration of Surface

a. Producing Location

Immediately upon well completion, the location and surrounding area
ad11 be cleared of all unused tubing, equipment, debris, materials,
trash, and junk not required for production.

Immediately upon well completion, any hydrocarbons on the pit shall
be removed in accordance with 43 CFR 3162.7-1.

If a plastic nylon reinforced liner is used, it shall be torn and
perforated before backfilling of the reserve pit.

The reserve pit and that portion of the location not needed for
production facilities/operations will be recontoured to the
approximate natural contours. The reserve pit will be reclaimed
within one (1) year from the date of well completion. Before any
dirt work takes place, the reserve pit must be completely dry and all
cans, barrels, pipe, etc., will be removed.

Contact appropriate surface management agency for required seed
mixture.



b. Dry Hole/Abandoned Location

At such time as the well is plugged and abandoned, the operator shall
submit a subsequent report of abandonment and BLMwill attach the
appropriate surface rehabilitation conditions of approval.

6. Other Additional Information

a. The operator is responsible for informing all persons in the area
who are associated with this project that they will be subject to
prosecution for knowingly disturbing historic or archaeological
sites, or for collecting artifacts. If historic or
archaeological materials are uncovered during construction, the
operator is to immediately stop work that might further disturb
such materials, and contact the authorized officer (AO). Within
five working days the A0 will inform the operator as to:

whether the materials appear eligible for the National Register
of Historic Places;

the mitigation measures the operator will likely have to
undertake before the site can be used (assuming in situ
preservation is not necessary); and

a time frame for the A0 to complete an expedited review under 36
CFR 800.11 to confirm, through the State Historic Preservation
Officer, that the findings of the A0 are correct and that
mitigation is appropriate.

If the operator wishes, at any time, to relocate activities to
avoid the expense of mitgation and/or the delays associated with
this process, the A0 will assume responsibility for whatever
recordation and stabilization of the exposed materials may be
required. Otherwise, the operator will be responsible for
mitigation costs. The A0 will provide technical and procedural
guidelines for the conduct of mitigation. Upon verification from
the A0 that required mitigation has been completed, the operator
will then be allowed to resume construction.

b. The operator will control noxious weeds along rights-of-way for
roads, pipelines, well sites, or other applicable facilities. A
list of noxious weeds may be obtained from the BLM,or the
appropriate County Extension Office. On BLMadministered land it
is required that a Pesticide Use Proposal shall be submitted, and
given approval, prior to the application of herbicides or other
pesticides or possible hazardous chemicals.

c. Drilling rigs and/or equipment used during drilling operations on
this wellsite will not be stacked or stored on Federal Lands
after the conclusion of drilling operations or at any other time
without BLMauthorization. However, if BLMauthorization is
obtained, it is only a temporary measure to allow time to make



arrangements for permanent storage on commercial facilities. (The
BLMdoes not seek to compete with private industry. There are
commercial facilities available for stacking and storing drilling
rigs.)

Additional Surface Stipulations

Build sediment control structure in Section 13 to mitigate increased
erosion from surface disturbance.

Maintain fence to BLMspecifications.

Build sixteen (16) foot gate by cattleguard.

7. Lessee's or Operators Representative and Certification

All lease and/or unit operations will be conducted in such a manner
that full compliance is made with all applicable laws, regulations,
Onshore Oil and Gas Orders, the approved plan of operations, and any
applicable Notice to Lessees. The operator is fully responsible for
the actions of his subcontractors. A copy of these conditions will
be furnished the field representative to insure compliance.

A complete copy of the approved APD and ROWgrant, if applicable,
shall be on location during construction of the location and drilling
activities.

The operator or his/her contractor shall contact the BLMOffice at
(801) 789-1362 forty-eight (48) hours prior to construction
activities.

The BLMOffice shall be notified upon site completion prior to moving
on the drilling rig.



min.10 6-3 mox.-•·•-6-6'min.to 8-3 man 16°-6' c.c.
nding on length (Depending on length (Spocing between gate posts)

o ob of bCrorceesovoilab

3 dia. wood stays
9 gauge smooth wire loop

3-*9gauge smo th wire loops

sij ti is !!
L.A L-A L.J L.)

6'-6 min. Braces, 4 strands *9 auge smooth wire or
morfise and spike 2 strands*l2 gauge barbed wire,
to corner posts twisted tight

ELATGATESS CATTLEGUARDS : GATE PANEL

5"mon.-•-6'-6"min. to 8'-3°max•
length (Depending on length
lable) of braces available)

eep

e'; 60d Spike

i I
i I i

TE STYLE PANEL AT Sizes,dimensionsand notes applicable to
TLEGUARDS & CORNERS '-' Ponel of Gates8 Coffleguards also apply

s i to Panelas corners

x5 Steel Pin alO Steet Pin ,'

3ost

Larace
PANEL AT CORNERS

LED CONNECTIONS
or mortise-spike connections)

NOTE
All panel assemblies to be constructed
identical to those for Type D fence except
that the posts for Types Fand G arel2inches

Line Post shorter.
2 CHANGEDWIRESWAClii6TTPE R/I4AS /
1 DensicipwingsmicismiCMPElilETTPES FS 6 4/tiltE / -

WEv.no. sEsensersom pava appoorte
Rivig!ÇNg

,
O s-Steel uNITED STATES DEPARTMENTOF THE INTERIOR
en

.
BUREAU OF LANO MANAGEMENT

,, DIV. ENGINEERING WASHINGTON OFFICE

o i ' WIRE LIVESTOCK FENCES
FOR USE ON

L.J ANTELOPE RANGES
DESIGNED RECOMMENDED *

DRAWN A RECOMMENDE
ca.s e

5 D BARBED WIRE FENCE cuecato rer. av,.oy,

TYPE "F '
SCALE

DATE October 1965 5NEET OF

DRAWING NO.



(f min.to if-3 moa.-- --6-6"min.to 8.3 man. 16°- 6 c.c.
ine þosts) pending on length (Depending on length (Specing between gate posis)

of braces avoilable) of braces available)
s to Mortise I"deep 4• 3°dla. wood stays

e os Corner Post at all junctures Corner Posts evenly spacedof post a brace 60d ke -

ed Wire Stay or
/" 3-*9gauge smooth wire loops

Stay as stated in
pecifications

L.in each tine panel,
may between posts)

6'-6"min. Braces,
mortise and spike
to Corner posts

PANEL AT GATES & CATTLEGUARDS GATE PANEL

-6°-6"min.to 8'-3"moa.-•-6-6 min. to O'-3"max·
(Depending on length (Depending on length
of braces available) of braces available)

Mortise!"deep
at all junctures \
of post a brace ) 60d Spike

Ground line

= • L..I L.A L.J
s of borbed wire and/or
weight50Ib.) ALTERNATE STYLE PANEL AT
he bottom wire and GATES CATTLEGUARDS & CORNERS1 ¡ ¡

bed Wire Fence Í '
en Wire Fence I ¡

a I
x5 Steel Pin (xlO"Steet Pin (j

Post
Larace

PANEL AT CORNERS

DOWELED CONNECTIONS
( Alternate for mortise-spike connections)

Line Post
e Line Post

od SteelWood Steel

RAND BARBED WIRE FENCE 5 STRAND BARBED WIRE FENCE
TYPE"E"



e O
16 -6"c.c.

(Spacing between line posts)
Steel Line Posts

(Ratio of steel posts to
Wood Line Post wood posts to be as Cor

stated in specifications)

.... ., a o y, ,,
Ground line + *

-Î | 'Twisted Wire Stay or Î
La Wood Stoy as stated in ÛL.A the SptCifiCOfiOns

(One in each line panel,
midway between posts)

4 STRANDBARBED WIRE FENÇg LINE PANEL
TYPE"D"

6-6"min.to8-3"max-
(Dependingon length
of braces available)Wires to be tied off

at stretch points
Corner posts ' *9 gauge smooth

galv. were

. Ground line

4 strands 9 gauge smooth wire or Add additional strands of barbed wire and/or2 strands 12 gauge barbed wire, a rock deadman(min.weightSOlb.)
twisted tight when space between the bottom wire and

ground exceeds:
20"for Barbed Wire Fence
10" for Woven Wire Fence

STRESS PANEL PANEL AT MINOR DEPRESSIONS

16'-6 c.c.

Wood line posts

Line Post

. .9 a Wood

.9 Ground line

Standard Field Fence I.; T I
L.] 7 lateral wires, .J -a-J

vertical stay wires spaced ® 6Î
top 8 bottom wires *10 gauge
intermediate 8 stay wires *I2)gauge

LINE PANEL 3 STRAND BARBED WIRE FEA
WOVEN WIRE FENCE-TYPE"G"

TYPE'E"
Note: 32" ht woven wire(8 lateral wires) with no barbed wire

may be used when specified by the contracting



United States Department of the Interior
BURFAU OF LAND MANAGEMENT

Vernal District Office
170 South 500 East INREPLYREFERTO:

Vernal, Utah 84078 gigg
Phone (801) 789-1362 FAX (801) 789-3634 UTO8438

APR1 6 692

Apache Corporation
Attn: David M. Talbott
1700 Lincoln, Suite 1900
Denver, CO80203-4519

Re: Rescind Application for Permit
to Drill
Well No. Evans Fed. 42-25
Section 25, T10S, R19E
Lease No. U-43156
Uintah County, Utah

Dear Mr. Talbott:

The Application for Permit to Drill the above-referenced well was approved on
February 25, 1991. Since that date, no known activity has transpired at the
approved location. Under current District policy, Applications for Permit to
Drill are effective for a period of one year. In view of the foregoing, this
office is rescinding the approval of the referenced application without
prejudice. If you intend to drill at this location at a future date, a new
Application for Permit to Drill must be submitted.

This office requires a letter confirming that no surface disturbance has been
made for this drill site. Any surface disturbance associated with the
approved location of this well is to be rehabilitated. A schedule for this
rehabilitation must be submitted to this office. Your cooperation in this
matter is appreciated.

Sincerely,

Howard B. Cleavinger II
Assistant District Manager for Minerals

cc: State Div. 0G&M

APR2 7 992

DIVISIONOF
OILGAS&



Pa State of Utah
DEPARTMENT OF NATURALRESOURCES

Norman H. Bangerter
DIVISION OF OIL, GAS AND MINING

Governor

Dee C. Hansen 355 West North Temple

Executive Director 3 Triad Center. Suite 350

Dianne R. Nielson, Ph.D. Salt Lake City, Utah 84180-1203

Division Director 801-538-5340

May 14, 1992

Mr. David M. Talbot
Apache Corporation
1700 Lincoln,Suite 1900
Denver, Colorado 80203-4519

Dear Mr. Talbot:

Re: Well No. Evans Federal 42-25, Sec. 25, T. 10S, R. 19E, I lintah County, Utah
API No. 43-047-31952

In concert with action taken by the U.S. Bureau of Land Mana ¡ement, approval to drill
the above referenced well is hereby rescinded. A new Applicati<n for Permit to Drillmust
be filed withthis officefor approval prior to the commencement af any future work on the
subject location.

If any previously unreported operations have been performed in this well location, it is
imperative that you notifythe Division of Oil,Gas and Mining ir imediately.

s,Sincerely,

Don Staley
AdministrativeMar ager
Oiland Gas

DME/ldc
cc: R.J. Firth

Bureau of Land Management - Vernal
Wellfile

WOI196

an equal opportunity
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